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1. Description and area of application 

 PC® SP 150/150 P serrated fixing plates are used to 
minimise thermal bridging and provide a fastening system 
for curtain-walled, rear-ventilated façade systems. They are 
made from hot-dip galvanised steel DX51D+Z275. The PC® 
SP 150/150 serrated fixing plate has the following 
dimensions: 150 x 150 mm (perforated with a 10.2 mm 
diameter hole). 1.5mm thick. The edges incorporate 30mm 
deep serrated teeth. 

 

 

 

 

 

 

2. Application 

 

After preparing the insulation surface, measure and place the fixing plates in accordance with the laying grid recommended 
by the supplier of curtain walling or façade system. Advice should be sought regards system specific or static requirements 
in relation to building height, position and alignment. The jagged edges of the plate should be inserted horizontally. 

The fixing plates are glued into position using PC® 56 cold applied adhesive. The insulation layer is pre-drilled and a 
thermally broken fixing with counter sunk head (in accordance with manufacturer’s recommendations), anchors back to the 
substrate. 

 

 



Product data sheet   

PC® SP 150/150 P 
Serrated Fixing Plate, Perforated   

Page: 2 Date: 01.07.2026 Supersedes: 01.02.2025        www.foamglas.com   

 

Owens Corning Insulation (UK) Limited, 31-35 Kirby Street, London, EC1N 8TE, www.foamglas.co.uk 
Technical/Sales enquiries, technical@foamglas.co.uk 
FOAMGLAS® is a registered trademark of Pittsburgh Corning Corporation in the United States and other countries. 
© 2026 Owens Corning. All rights reserved. 

 

3. Type of delivery and storage 

 
Box with 50 units each 

150 x 150 mm, 1.5 mm thick. 

The perforation is available with Ø = 10.2 mm. 

Store in a dry place protected against humidity. 

 
4. Consumption 

  
 
Depending on type of application. 

 

 
5. Key data 

Steel type DX51D+Z275 

 
The information contained in this Product Data Sheet is accurate and reliable to the best of our knowledge as of its date issued and is subject to change without 
prior notice. No guarantee of accuracy is given or implied. This document supersedes and replaces all information supplied prior to the publication hereof. The 
provision of this information should not be construed as a recommendation to use any of our products, nor to use any of our products in violation of any patent 
rights or in breach of any statute or regulation. 
Since FOAMGLAS® business has no control over installation workmanship, accessory materials or conditions of application, no express or implied warranty of 
any kind, including those of merchantability or fitness for a particular purpose or course of performance or usage of trade, is made as to the performance of an 
installation containing FOAMGLAS® products. User is solely responsible for determining whether a FOAMGLAS® product is fit for a particular purpose and 
suitable for user’s method of use or application. Given the variety of factors that can affect the use and application of a FOAMGLAS® product, some of which are 
uniquely within the user's knowledge and control, it is essential that the user evaluates the FOAMGLAS® product to determine whether it is fit for a particular 
purpose and suitable for user's method of use or application. 
Liability of FOAMGLAS® business, if any, is strictly limited to replacement of product. In no event shall FOAMGLAS® business be liable for any other damages 
arising because of product failure, whether incidental, special, consequential or punitive, regardless of the theory of liability upon which any such damages are 
claimed. 
Nothing in this document may be interpreted or construed as an offer to sell products that is open for acceptance. 

 

 


